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Mr. John F. Bailevs
Senior Administraior
ltqlium Resources and Development Co.1229 North Z3rd Street

..-Grand Junction, Colo.uao g1501

Dear John:

Your amended/supp'lernental operatfng plqn, dated July 6, lg7g, for modi_fications of rhb .approvea siJc['geini-A;irJrJ[i. 13 mining operationhas been reviewed iira app.ovlj''suoject to ii.,'.',irr lowing stipulations:
1. Water treatment ponds (See attached drawing)

a' Excavate hil'rside on 1%:1 rlopg..Begin excavation at the
|ri:n 

in srope sradi.nt inai.iieo-oi'i',.^i.u*ins as point

b' Move the dam.embankment as far. uphilr as possib.re. Retain a3 foot deeo.ditch beiwJ.n-tt,. d;;i'th. fi, and the lk:1slope as iiraicii.a-J'i"ine i"uring as poi nt # z.
c' The side sropes o{ !!r. pond embankment will be 2:1 on theoutside s'ropes and 2ur:'). on the insiJe 

-riop.r. 
The side sropes' 0n the inside of the aam ioutJ b;';;"ri;l5=u, z:r, however,it is or. ,ld:fstanding the to;; iin.."[Ir'b..n manufacturedto fit a Z\: slope

d' The elevation gl^!r,. top of the.dam on the iower pond wiil beadjusted fron 6720 us rhonin on *re piuni"io 672s. The pransca'l for an glsll p;g-J;gp pond. This depth may be increas_ed to ten feet if desiraui!.'-"- rr vsp(

e. Although the erevation of the dam for the upper pond is.notas critical ' a corresponding^rais aicoriind'to the pranswoutd p]ace that fisui-e o e igo-f;.-;;; ioo'o, the dam. Atwo foot freeboard must alro b. ,iirtii;;I."

c2oo-t | (r/c9)
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f. The embankment nraterials must receive a compaction effort toto 95% Proctor. This includes the pond uottor. Fai.lure tocompact the bottom wili split the liner when the pond iifilled.

Reworking of the roads and construction of new roads wiJl in_volve the minimum width necessary for the ,uiu op.ration ofvehicle and equipment.

Areas to be reseeded wiil use the following seed composition anddensity: Crested wheat, 2 pounds to the uliu;-intermediate wheat,4 pounds to the acre; and smooth brome, + pounos to the acre;Pubescent wheat, 2 pounds to tne acre.

All-trash-and garbage wi11 be stored in a suitable container andhauled off the National Forest.

All structures and equipment will be removed and disposed ofwhen the operation ends. The hill will be aliowea tb reiuin tonatural slope and portars will be closed by fiiling 
"itn-rinu-'waste rock.

All roads wil I be properiy waterbarred and rec'laimed.

Field latrines w'ill meet utah state sanitation standards.

All generators and simi'lar equipment will have spark arrestersmeeting Forest service specification 5100-n (tnr standard J-350).

Trees that must be taken for excavation or construction of facil-ities and storage areas will be cut and removed or used as timbers.

The waste and soil stockpiles wi'r1 be formed in such a way as toavoid slumping and migration of materia'ls. An eyebrow diich must
be excavated above the dumps and stockpiles to prevent saturation
and possible failure.

A gate at the entrance to the mi-ne property is permissable, pro-
vjded that it does not exclude Forest Service personnel on-ab-m'inistrative business or hinder cattle and wildlife. Cable orchain gates are prohibited.

vehicular traffic should be aware of other traffic, catt]e andwildljfe at all tjmes. vehicle speed should not exceed 25 mjlesper hour on Forest Service roads.
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Vent holes will have a culvert protruding at least 24 inches
above the ground surface and a screen instal'led over the open-jng. The culvert will be removed and the vent holes pjugged
as to Forest Service Specificatjons.

work involving additional surface disturbance w.i'll be covered
by a supplemental operating p1an. l'1odifications to the operat-
ing plan must be approved by the Forest Service.

Fire suppression equipment wi'11 be available to ail personnel.

First aid supplies will be avai'lable to all personnel.

Travel and haufing on South Cottonwood road is to be avoided
when the road bed is saturated or defrost.ing.

surface djsturbing activities shall be supervjsed by a URADCO
representative to assure that work is in accordance with the
approved operati ng pi an.

1tr

i6.

17

1a

19. The Forest Servjce will be notified prior to the beginn'ing of
rehabil'itation work,

20. A fence must be constructed around the water treatment ponds as
a safety precaution.

21. A road use permit (application enclosed) must be obtained from
the Forest Service and bond posted before ore hau'linq can take
pl ace.

?2. Deve'lopment of the spring may not begin until the submitted
Special Use application is approved by the Forest Service and
fees posted.

The reclamation bond of $5,800.00 has been received and approved by
the Forest Service. Enc'losed ls the certified check submltted to the
Forest Service prior to receipt and approval of the Surety Bond Number
2869438 through the Safeco Insurance Company of America.

Development of the site may begin. if you have any quest.ions please
contact Carter Reed, Djstrict Geologist, or myself.

S'incere'ly ,. ,

t\' / '. /
^A-tt/.,r7\ ".C'.' 

.''-..r', 
.

ii, -+RyRNT' L. cHRISTENSEN
D'istrict Ranqer

Enclosure
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